
Our new 110 Series pneumatic cylinder was designed specifically for ultra-high speed hard stop applications 
that require the full deceleration of an NFPA cushion cylinder without compromising speed or durability. 
This highly developed cylinder was manufactured to NFPA specifications making it an easy retrofit in any 
standard or custom application.

Purakal Series 110 Pneumatic Cylinder
A True Non-Lubricated High Speed Super Cushion

Self-lubricated rod bearing manufactured from composite 
marine grade materials that incorporate solid lubricants for ex-
cellent wear characteristics at high speeds, a very low thermal 
coefficient of expansion as well as the elimination of any    
possible corrosion to the bearing itself.

Trusted sealing technologies offering maximum 
sealing characteristics and high wear resistance 
in a low friction package with minimal start up stiction.

Specially designed self-centering cushion seal 
offering extreme wear resistance, reliable operation 
in harsh conditions and an almost immediate soft 
stop with no hesitation on direction change.

Fully 
adjustable
brass 
cushion
screws for
fine tune 
adjustment.

Heavy duty steel construction.

Chrome plated barrel.

Idaho Forest Group
Planer Trimmer Cut-In-Two Hold Back Lift Skid

One piece piston and cushion sleeve design coated  
in a breakthrough technology that provides“file hard”  
abrasion protection, high corrosion resistance along 
with very low coefficient non-stick properties.

* For optimal performance it is our recommendation that this cylinder operate without any lubrication from oilers or other such lubrication systems.


